WASHINGTON STATE DEPARTMENT OF

NATURAL RESOURCES

TIMBER NOTICE OF SALE

SALE NAME: RIGHT STEP AGREEMENT NO: 30-108191

AUCTION:

SALE LOCATION:

PRODUCTS SOLD
AND SALE AREA:

CERTIFICATION:

May 20, 2026 starting at 10:00 a.m., COUNTY: Whatcom
Northwest Region Office, Sedro-Woolley, WA

Sale located approximately 4 miles southeast, by road, of Deming, WA.

All timber bounded by white timber sale boundary tags and property lines, except trees
60 inches or larger measured at diameter at breast height, cedar salvage (cedar snags,
preexisting dead and down cedar trees and cedar logs), trees marked with blue paint on
the bole and root collar, forest products tagged out by blue special management tags
(RMZs), and forest products tagged out by yellow leave tree area tags in Unit #1
(collectively labelled Unit 1 and 1 RMZ).

All timber bounded by white timber sale boundary tags and the WI-ML Road, except
trees 60 inches or larger measured at diameter at breast height, cedar salvage (cedar
snags, preexisting dead and down cedar trees and cedar logs), forest products tagged out
by blue special management tags (RMZs), and forest products tagged out by yellow leave
tree area tags in Unit #2 (collectively labelled Unit 2 and 2 RMZ).

All timber as described for removal in Schedule B located in the RMZ thinning areas
(beyond the blue special management tags up to the white timber sale boundary tags)
within Units #1 and #2.

All forest products above located on part(s) of Sections 4 all in Township 38 North,
Range 5 East, W.M., containing 38 acres, more or less.

This sale is certified under the Sustainable Forestry Initiative® program Standard (cert
no: BVC-SFIFM-018227)

ESTIMATED SALE VOLUMES AND QUALITY:

Avg Ring Total MBEF by Grade
Species DBH Count MBF 1P 2P 3P SM IS 28 3S 4SS UT
Douglas fir 17 826 318 428 80
Maple 16.5 110 45 25 40
Hemlock 14 35 8 24 3
Redcedar 17.1 28 23 5
Cottonwood 16.7 24 21 3
Red alder 10.5 4 4
Sale Total 1,027
MINIMUM BID: $146,000.00 BID METHOD: Sealed Bids
PERFORMANCE
SECURITY: $29,200.00 SALE TYPE: Lump Sum
EXPIRATION DATE: March 31, 2028 ALLOCATION: Export Restricted
BID DEPOSIT: $14,600.00 or Bid Bond. Said deposit shall constitute an opening bid at the appraised

price.
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WASHINGTON STATE DEPARTMENT OF

NATURAL RESOURCES

TIMBER NOTICE OF SALE

HARVEST METHOD: Cable OR tethered equipment (tethered/cable assisted equipment for falling only, see
below for restrictions); shovel, forwarder, “6-wheeled rubber-tired skidders with over-
the-tire tracks spanning both sets of rear tires” (see below for restrictions), or tracked
skidder on sustained slopes 40% or less; self-leveling equipment for falling and self-
leveling shovel for yarding (see below for restrictions for self-leveling equipment), on
sustained slopes 50% or less; also, tracked machinery for falling may be utilized on
sustained slopes 40% or less.

Falling and yarding in RMZ thinning areas shall not be permitted during the bark
slippage season unless the Purchaser provides a written plan outlining mitigation
measures and the plan is pre-authorized in writing by the Contract Administrator. This
season is estimated to run from April 1 to July 15 but may vary depending on weather
conditions.

Purchaser must obtain prior written approval from the Contract Administrator for areas as
to where to utilize tethered harvester equipment, self-leveling equipment or “6-wheeled
rubber-tired skidders with over-the-tire tracks spanning both sets of rear tires” equipment,
prior to use. Trees may be felled and pre-bunched by the tethered equipment but must be
yarded by cable, if authorized by the Contract Administrator. Additional mitigation
measures may be set forth by the Contract Administrator if approved equipment is
utilized. If ground disturbance is causing excessive damage, as determined by the
Contract Administrator, the equipment will no longer be authorized.

Percent slope maps are available on the DNR website after the BNR meeting in which the
sale is presented. Falling and Yarding will not be permitted from November 1 to March
31 unless authorized in writing by the Contract Administrator(THIS PERTAINS TO
GROUND-BASED EQUIPMENT ONLY) to reduce soil damage and erosion.

ROADS: 2.05 stations of optional construction. 159.87 stations of required pre-haul maintenance.

Rock may be obtained from the following source(s) on State land at no charge to the
Purchaser: St. Stephen Pit at station 18+79 of the MF-25 Road. Rutsatz Pit at station
117+10 of the WI-ML Road.

Development of existing rock source(s) will involve drilling, shooting, and processing
rock to generate material for road work.

An estimated total quantity of rock material needed for this proposal: 10 cubic yards of
riprap, up to 150 cubic yards of pit run rock, 2000 cubic yards of 3-inch minus ballast
stockpile rock, and up to 1650 cubic yards of 3-inch minus ballast rock.

Road work and the hauling of rock will not be permitted from November 1 to March 31
unless authorized in writing by the Contract Administrator to reduce soil damage and
siltation. The hauling of forest products will not be permitted from November 1 to March
31 unless authorized in writing by the Contract Administrator to reduce soil damage and
siltation.

ACREAGE DETERMINATION

CRUISE METHOD: Acres determined by GPS traverse for units. Cruise was conducted via variable plot
sample. See Cruise Narrative for further details. Shapefiles of units are available upon
request, and on the DNR website after the BNR meeting in which the sale is presented.
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WASHINGTON STATE DEPARTMENT OF

NATURAL RESOURCES

TIMBER NOTICE OF SALE

FEES:

SPECIAL REMARKS:

$23,621.00 is due on day of sale. $12.00 per MBF is due upon removal. These are in
addition to the bid price.

1. Trees marked with pink paint (“X” on the bole facing into the unit) represent the last
take tree along property line boundaries.

2. Outer boundary of harvest area in RMZ thinning areas is demarcated with blue special
management tags within the sale area.

3. Road construction is on previously abandoned road grade.

4. Noise timing restriction, but is waivable (if waived, it shall be rescinded if neighbor
complaints received): No operations to occur prior to 7:00 a.m.
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TIMBER SALE MAP

SALE NAME: RIGHT STEP REGION: Northwest Region
AGREEMENT#: 30-108191 COUNTY(S): Whatcom
TOWNSHIP(S): T38R5E ELEV RGE (FT): 360-960
TRUST(S): State Forest Transfer (1)
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DRIVING MAP

SALE NAME: RIGHT STEP REGION: Northwest Region
AGREEMENT#: 30-108191 COUNTY(S): Whatcom
TOWNSHIP(S): T38R5E ELEV RGE (FT): 360-960
TRUST(S): State Forest Transfer (1)
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Map may not be to scale
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Harvest Unit DRIVING DIRECTIONS:
Highway From the junction of State Routes 542 and 9, proceed south on State Route 9 for 0.7 miles
@ Haul Route and turn onto Rutsatz Rd. Continue for 1.7 miles and turn right onto the WI-ML. Continue for

0.1 miles, stay straight at the Y, then proceed through the gate. Continue for 0.7 miles before

reaching the north end of Unit 1. Continue on the WI-ML for 1.4 miles to reach the Rutsatz
0O  Milepost Marker Gravel Pit.

Other Route

® Distance Indicator
=@ Gate (F1-3)
A& Rock Pit
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For the St. Stephen pit: See Road Plan vicinity map.
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WASHINGTON STATE DEPARTMENT OF

NATURAL RESOURCES

WASHINGTON STATE DEPARTMENT OF NATURAL RESOURCES

FOREST EXCISE TAXROAD SUMMARY SHEET

Region: Northwest
Timber Sale Name: RIGHT STEP

Application Number: 30- 108191

EXCISE TAX APPLICABLE ACTIVITIES

Construction: 205 linear feet
Road to be constructed (optional and required) but not abandoned

Reconstruction: 0 linear feet
Road to be reconstructed (optional and required) but not abandoned

Abandonment: 0 linear feet
Abandonment of existing roads not reconstructed under the contract

Decommission: 0 linear feet
Road to be made undriveable but not officially abandoned.

Pre-Haul Maintenance: 15,987 linear feet
Existing road to receive maintenance work (optional and required) prior to haul

EXCISE TAX EXEMPT ACTIVITIES

Temporary Construction: 0 linear feet
Roads to be constructed (optional and required) and then abandoned

Temporary Reconstruction: 0 linear feet
Roads to be reconstructed (optional and required) and then abandoned

All parties must make their own assessment of the taxable or non-taxable status of any work performed under the timber
sale contact. The Department of Revenue bears responsibility for determining forest road excise taxes. The Department of
Natural Resources developed this form to help estimate the impact of forest excise taxes. However, the information
provided may not precisely calculate the actual amount of taxes due. The Department of Revenue is available for
consultation by calling 1.800.548.8829.

(Revised 9/18)



PRE-CRUISE NARRATIVE

Sale Name: Right Step Region: Northwest
Agreement #: 30-108191 District: Baker
Contact Forester: Stefan Shelton County(s): Whatcom
Phone / Location: (564) 243-0785

Alternate Contact: Finnegan Hopper Other information:
Phone / Location: (360) 325-2167

Type of Sale: Lump Sum

See Logging Plan map for harvest systems Click here to enter percent
sale acres.

UNIT ACREAGES AND METHOD OF DETERMINATION:

_ Deductions from Gross Acres
Unit# | Legal - § (No harvest acres) = Acreage
y . Description é g. ) @ @ ® _ g @ Determination
arves (Enter only one — o= = =P 25 0 3 & = .
RIWor | |eqgal for each unit) ) » <‘rf E 2 '; o = :t) 29 % E <‘t’ (List method anq
RMZ Two/R = 9 E N S 2 g - 5 g @ ) error of closure if
WMZ Sec/Twp/Rng g 5 § E; mé’ s = applicable)
1 S04 T38 ROSE 01 | 357 - 2.3 1.8 316 |GPS
(Avenza)
1 RMZ | S04 T38 ROSE 01 |23 - 0 0.1 2.2 GPS
(Avenza)
2 S04 T38 ROSE 01 |3.0 - 0.2 0.3 2.5 GPS
(Avenza)
2 RMZ | S04 T38 ROSE 01 [ 1.3 - 0 0.1 1.2 GPS
(Avenza)
T 42.3 - 2l5 2.3 37.5 -

Page 1 of 3
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HARVEST PLAN AND SPECIAL CONDITIONS:

Unit# | Harvest Prescription: Special Other conditions (# leave
(Leave, take, paint color, tags, flagging | Management areas: | trees, etc.)
etc.)
Harvest all timber bounded by “Timber
Sale Boundary” tags and property line**;
except for forest products bounded by
‘Leave Tree Area” tags, and trees
marked with blue paint on the bole and
root collar. Leave trees with single and
double bands are present in this unit; Clumped Leave Trees: 299
double-banded leave trees are non- Scattered Leave Trees: 21
1 tradeable. See “1 RMZ Total Leave Trees: 320
Cutting Prescription:
Harvest all timber eligible for harvestas | Thin to an average
described by the cutting prescription on spacing of 20" by 20’ | Five trees per acre from the
and beyond the “Special Management selecting trees from take prescription must be
Area” tag line bounded by “Timber Sale | the smallest diameter | felled towards the stream or
1RMZ | Boundary” tags. class. girdled and left standing.
Harvest all timber bounded by “Timber
Sale Boundary” tags and the WI-ML;
except for forest products bounded by Clumped Leave Trees: 20
2 ‘Leave Tree Area’ tags. See 2 RMZ’ Total Leave Trees: 20
Cutting Prescription:
Harvest all timber eligible for harvestas | Thin to an average
described by the cutting prescription on spacing of 20" by 20’ | Five trees per acre from the
and beyond the “Special Management selecting trees from take prescription must be
Area” tag line bounded by “Timber Sale | the smallest diameter | felled towards the stream or
2RMZ | Boundary” tags. class. girdled and left standing.
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OTHER PRE-CRUISE INFORMATION:

Unit # | Primary,secondary | Access information Photos, traverse
Species / (Gates, locks, etc.) maps required
Estimated Volume
(MBF)

Access via the existing WI-ML. Please observe
the 10 MPH speed limit on the residential
DF, WH, RC driveway to the gate. F1-3 key required for See attached driving
1 900 MBF gate. map.
DF, WH, BM, BC,
RC

1RMZ | 100
DF, WH, RC

2 100 MBF
DF, WH, RC

2 RMZ | 50 MBF

TOTAL

MBF 1150 MBF

REMARKS:

**Property line marked with pink ribbon and the last take tree on State Trust land is marked with a pink
painted X on the bole facing the unit*

Harvest unit traverse points are marked with aluminum tags and red and blue ribbon. New road
construction is marked with orange ribbon on road centerline.

Timber in most of the sale area is approximately 60-70 years of age and consists primarily of Douglas-fir,
with minor components of western hemlock and western redcedar. There are approximately 5 acres of
unit 1 in the western flat portion of the unit which is part of a separate and distinct stand. This 5-acre
stand contains higher proportions of western hemlock, western redcedar, and mixed hardwoods. Areas
of high Douglas-fir mortality exist in the interior of unit 1, likely due to root rot. Frost damaged trees with
broken boles exist throughout the upper elevations of the unit.

Trees 60 inches or larger measured at diameter at breast height are not eligible for removal in all units.

Leave Tree Areas less than 4 acre deducted from the gross acreage. These areas are bound by “Leave
Tree Area” tags and have traverse points.

Existing road acreage deducted from VRH and RMZ thinning unit acreages. This acreage was calculated
using GIS. Existing road acreage calculated by buffering the road line 30’ on each side and measuring
the resulting polygon where it intersects the units.

Prepared By: Stefan Title: Forester CC:
Shelton
Date:

Page 3 of 3
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SALE NAME: RIGHT STEP
AGREEMENT#: 30-108191
TOWNSHIP(S): T38R5E

TRUST(S): State Forest Transfer (1)

REGION:

COUNTY(S): Whatcom
ELEV RGE (FT): 360-960
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7deb6af65-623b-40b5-bc7c-a0ccda806aal January 28, 2026 08:42:45

Timber Sale Cruise Report
Right Step

Sale Name: RIGHT STEP
Sale Type: LUMP SUM
Region: NORTHWEST
District: BAKER

Lead Cruiser: Bailey Vos
Other Cruisers:Alex Vokey

Cruise Narrative:
Location: Right Step is located off of Rutsatz RD and accessed via the WI-ML. See driving map for detailed
directions.

Cruise Design: Right Step was cruised using a 54.44 BAF. Plots were generated in GIS and located in the field
using Avenza Maps. Bole height was measured with a Relaskop/laser and taken to a 5" top or break point
(40% of diameter at 16 feet). Trees were segmented into common west-side log lengths and defect was
observed at each cruise plot. Throughout the sale - 1 plot per acre was installed and a 2:1 cruise/count
sample was applied.

Timber Quality: The sale is primarily comprised of relatively uniform Douglas fir; hardwoods and red cedar are
scattered throughout. The maple is of decent quality and not overly defected.

Logging and Stand Conditions: The stand is relatively planar with some areas of steepness. Both uphill and
downhill logging may be required.

General Remarks: Right step is low elevation and a short haul to the highway; it should be an operator friendly
sale.

Timber Sale Notice Volume (MBF)

MBF Volume by Grade
Sp DBH Rings/In Age All 2Saw 3Saw 4 Saw
DF 17.0 826 318 428 80
MA 16.5 110 45 25 40
WH 14.0 35 8 24
RC 17.1 28 23
BC 16.7 24 21
RA 10.5 4
ALL 16.6 1,027 391 500 137

Timber Sale Notice Weight (tons)

Tons by Grade
Sp All  2Saw 3 Saw 4 Saw
DF 6,431 2299 3372 759
MA 1,018 360 239 419

10of8



7deb6af65-623b-40b5-bc7c-a0ccda806aal January 28, 2026 08:42:45

Tons by Grade
Sp Al 2Saw 3Saw 4 Saw
WH 321 56 232 33

RC 239 189 50
BC 158 135 22
RA 38 38

ALL 8,204 2,851 4,032 1,321

Timber Sale Overall Cruise Statistics

BA BASE V-BAR V-BARSE NetVol VolSE
(sq ft/acre) (%) (bf/sqft) (%) (bf/acre) (%)
211.9 6.5 137.1 2.8 29,119 7.0

Timber Sale Unit Cruise Design

Unit Design Cruise FMA N N Cruise N Void
Acres Acres  Plots Plots Plots

RIGHT STEP B1C: VR, 1 BAF (54.44) Measure/ 31.6 357 35 24 0

1 Count Plots, Sighting Ht = 4.5 ft

RIGHT STEP B1C: VR, 1 BAF (54.44) Measure/ 2.5 3.0 3 2 1

2 Count Plots, Sighting Ht = 4.5 ft

RIGHT STEP B1C: VR, 1 BAF (54.44) Measure/ 3.4 3.6 4 4 0

RMZ Count Plots, Sighting Ht = 4.5 ft

All 37.5 423 42 30 1

Timber Sale Log Grade x Sort Summary
Sp Status Grade Sort Dia Len BF Gross BF Net Defect% Tons MBF Net

BC LIVE 2SAW Domestic 10.6 40 564 564 0.0 1355 21.2
BC LIVE 4SAW Domestic 5.1 30 83 83 0.0 22.4 3.1
DF LIVE 2SAW Domestic 14.1 40 8,639 8,467 2.0 2,299.2 317.5
DF LIVE 3 SAW Domestic 9.2 40 11,431 11,410 0.2 33723 427.9
DF LIVE 4SAW Domestic 5.5 28 2,193 2,146 22 759.5 80.5
MA LIVE 2SAW Domestic 15.0 39 1,280 1,187 7.3 359.6 44.5
MA LIVE 3 SAW Domestic 11.4 39 733 661 9.9 239.1 24.8
MA LIVE 4SAW Domestic 6.6 35 1,147 1,077 6.1 418.9 40.4
RA LIVE 4SAW Domestic 6.5 40 137 116 15.9 38.2 4.3
RC LIVE 3 SAW Domestic 10.2 39 614 614 0.0 188.9 23.0
RC LIVE 4SAW Domestic 5.8 30 129 129 0.0 49.8 4.8
WH LIVE 2SAW Domestic 12.1 40 200 200 0.0 56.4 7.5
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Sp Status Grade Sort Dia Len BF Gross BF Net Defect% Tons MBF Net
WH LIVE 3 SAW Domestic 8.2 40 647 647 0.0 2320 24.2
WH LIVE 4SAW Domestic 54 27 92 92 0.0 32.7 3.4
Timber Sale Log Sort x Diameter Bin Summary
Sp Bin  Status Sort Dia Len BF Net Defect% Tons MBF Net
BC 5-7 LIVE Domestic 5.1 30 83 0.0 22.4 3.1
BC 8-11 LIVE Domestic 9.3 40 300 0.0 78.7 11.2
BC 12-15 LIVE Domestic 15.1 40 264 0.0 56.8 9.9
DF 5-7 LIVE Domestic 6.0 31 3,667 1.3 1,262.9 137.5
DF 8-11 LIVE Domestic 9.8 40 9,889 0.2 2,868.9 370.8
DF 12-15 LIVE Domestic 13.4 40 6,200 2.0 1,744.0 232.5
DF 16-19 LIVE Domestic 16.9 40 1,972 2.4  490.1 74.0
DF 20+ LIVE  Domestic 21.8 40 295 0.0 65.2 11.1
MA 5+ LIVE Domestic 85 36 2925 7.5 1,017.5 109.7
RA 5+ LIVE Domestic 6.5 40 116 15.9 38.2 4.3
RC 5+ LIVE Domestic 8.0 34 744 0.0 238.6 27.9
WH 5-7 LIVE Domestic 6.5 34 383 0.0 154.6 14.4
WH 8-11 LIVE Domestic 9.2 40 355 0.0 110.0 13.3
WH 12-15 LIVE Domestic 12.1 40 200 0.0 56.4 7.5
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Cruise Unit Report
RIGHT STEP 1

Unit Sale Notice Volume (MBF): RIGHT STEP 1

MBF Volume by Grade
Sp DBH Rings/In Age All 2Saw 3Saw 4 Saw

DF 17.0 768 293 399 75
MA 16.5 110 45 25 40
WH 14.0 35 8 24

RC 17.1 28 23

BC 16.7 24 21

RA 10.5 4 4
ALL 16.5 969 367 471 131

Unit Cruise Design: RIGHT STEP 1

Design Cruise FMA N N Cruise N Void
Acres Acres Plots Plots Plots
B1C: VR, 1 BAF (54.44) Measure/Count Plots, 31.6 35.7 35 24 0

Sighting Ht = 4.5 ft

Unit Cruise Summary: RIGHT STEP 1
Sp Cruised Trees All Trees Trees/Plot Ring-Count Trees

DF 67 104 3.0 0
MA 17 22 0.6 0
WH 5 6 0.2 0
RC 5 6 0.2 0
BC 2 3 0.1 0
RA 1 1 0.0 0
ALL 97 142 4.1 0

Unit Cruise Statistics: RIGHT STEP 1

Sp BA BACV BASE V-BAR V-BARCV V-BARSE NetVol VolCV Vol SE
(sqft/acre) (%) (%)  (bf/sq ft) (%) (%) (bf/acre) (%) (%)
DF 161.8 68.0 11.5 150.2 19.2 2.4 24,300 70.7 11.7
MA 342 200.8 33.9 101.4 27.9 6.8 3471 2027 346
WH 93 3314 56.0 1194 37.6 16.8 1,114 333.5 58.5
RC 9.3 360.3 60.9 94.6 30.5 13.6 883 361.6 62.4
BC 47 591.6 100.0 164.6 20.0 14.2 768 591.9 101.0
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Sp BA BACV BASE V-BAR V-BARCV V-BARSE NetVol VolCV Vol SE
(sq ft/acre) (%) (%)  (bf/sq ft) (%) (%) (bf/acre) (%) (%)

RA 1.6 591.6 100.0 88.1 0.0 0.0 137 591.6 100.0

ALL 2209 39.6 6.7 138.9 26.3 27 30,672 47.6 7.2

Unit Summary: RIGHT STEP 1

Sp Status Rx N D DBH BL THT BF BF Defect TPA BA RD MBF

Gross Net % Net
BC LIVE CUT 2 ALL 16.7 84 105 768 768 0.0 3.1 47 1.1 24.3
DF LIVE CUT 67 ALL 16.9 84 106 24,538 24,300 1.0 103.8 161.8 39.3 767.9
MA LIVE CUT 17 ALL 16.5 60 82 3,751 3,471 7.5 230 342 84 109.7
RA LIVE CUT 1 ALL 105 52 74 163 137 15.9 2.6 1.6 0.5 4.3
RC LIVE CUT 5 ALL 171 60 76 883 883 0.0 5.9 93 23 279
WH LIVE CUT 5 ALL 140 65 83 1,114 1,114 0.0 8.7 93 25 352
ALL LIVE CUT 97 ALL 16.6 77 99 31,217 30,672 1.7 1471 2209 54.1 969.2
ALL ALL CuT 97 ALL 16.6 77 99 31,217 30,672 1.7 147.1 2209 541 969.2

+LEAVE
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Cruise Unit Report
RIGHT STEP 2

Unit Sale Notice Volume (MBF): RIGHT STEP 2

MBF Volume by Grade
Sp DBH Rings/In Age All 2Saw 3 Saw 4 Saw
DF 17.9 46 19 23 5
ALL 17.9 46 19 23 5

Unit Cruise Design: RIGHT STEP 2

Design Cruise FMA N N Cruise N Void
Acres Acres Plots Plots Plots
B1C: VR, 1 BAF (54.44) Measure/Count Plots, 2.5 3.0 3 2 1

Sighting Ht = 4.5 ft

Unit Cruise Summary: RIGHT STEP 2

Sp Cruised Trees All Trees Trees/Plot Ring-Count Trees
DF 8 8 2.7 0
ALL 8 8 2.7 0

Unit Cruise Statistics: RIGHT STEP 2

Sp BA BACV BASE V-BAR V-BARCV V-BARSE NetVol VolCV Vol SE
(sq ft/acre) (%) (%)  (bf/sq ft) (%) (%) (bf/acre) (%) (%)

DF 1452 86.6 50.0 127.2 23.3 8.2 18,470 89.7 50.7

ALL 145.2 86.6 50.0 127.2 23.3 8.2 18,470 89.7 50.7

Unit Summary: RIGHT STEP 2

Sp Status Rx N D DBH BL THT BF BF Defect TPA BA RD MBF

Gross Net % Net

DF LIVE CuUT 8 ALL 179 78 98 19,010 18,470 2.8 83.1 145.2 34.3 46.2

ALL LIVE CUT 8 ALL 179 78 98 19,010 18,470 2.8 83.1 145.2 34.3 46.2

ALL ALL CuUT 8 ALL 179 78 98 19,010 18,470 2.8 83.1 145.2 34.3 46.2
+LEAVE
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Cruise Unit Report
RIGHT STEP RMZ

Unit Sale Notice Volume (MBF): RIGHT STEP RMZ

MBF Volume by Grade

Sp DBH Rings/In Age All 2Saw 3 Saw 4 Saw
DF 156 12 5 6 1
ALL 15.6 12 5 6 1

Unit Cruise Design: RIGHT STEP RMZ

January 28, 2026 08:42:45

Design Cruise FMA N N Cruise N Void
Acres Acres Plots Plots Plots
B1C: VR, 1 BAF (54.44) Measure/Count Plots, 34 3.6 4 4 0
Sighting Ht = 4.5 ft
Unit Cruise Summary: RIGHT STEP RMZ
Sp Cruised Trees All Trees Trees/Plot Ring-Count Trees
MA 2 0.5 0
BC 2 0.5 0
DF 9 2.3 0
ALL 13 3.3 0
Unit Cruise Statistics: RIGHT STEP RMZ
Sp BA BACV BASE V-BAR V-BARCV V-BARSE NetVol VolCV Vol SE
(sq ft/acre) (%) (%)  (bf/sq ft) (%) (%) (bf/acre) (%) (%)
MA 27.2 1155 57.7
BC 27.2 200.0 100.0
DF 122.5 98,5 493 127.3 25.1 17.7 15589 101.7 524
ALL 176.9 387 194 127.3 25.1 17.7 22,518 46.1 26.3
Unit Summary: RIGHT STEP RMZ
Sp Status  Rx N D DBH BL THT BF BF Defect TPA BA RD MBF
Gross Net % Net
BC LIVE LEA 2 ALL 184 82 103 147 272 6.3
DF LIVE CuT 2 ALL 156 72 92 3,521 3,464 1.6 205 272 69 11.8
DF LIVE LEA 7 ALL 17.0 70 89 12323 12,125 1.6 604 953 231 41.2
MA LIVE LEA 2 ALL 120 32 43 347 272 79

70f8



7deb6af65-623b-40b5-bc7c-a0ccda806aal

January 28, 2026 08:42:45

Sp Status Rx N D DBH BL THT BF BF Defect TPA BA RD MBF

Gross Net % Net

ALL LIVE CUT 2 ALL 156 72 92 3,521 3,464 16 205 272 69 11.8

ALL LIVE LEA 11 ALL 158 60 77 12,323 12,125 1.6 109.8 149.7 37.3 41.2

ALL ALL CuUT 13 ALL 158 62 79 15,843 15,589 1.6 130.3 1769 442 530
+LEAVE
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FPA/N No: 2820020
Effective Date: 2/20/2026
Expiration Date: 2/20/2029
Forest Practices Application/Notification Shut Down Zone: _656
Notice of Decision EARR Tax Credit: (X Eligible I Non-eligible
Reference: Right Step
Decision
O Notification Accepted  Operations shall not begin before the effective date.
Approved This Forest Practices Application is subject to the conditions listed below.
[0 Disapproved This Forest Practices Application is disapproved for the reasons listed below.
O Withdrawn Applicant has withdrawn the Forest Practices Application/Notification (FPA/N).

O Closed All forest practices obligations are met.

FPA/N Classification

[ Class I Class Il O Class IVG [ Class IVS

Conditions on Approval/Reasons for Disapproval

Number of Years Granted on Multi-Year Request
O4years [ 5years

Issued By: Megan Pike

Region:

Title: Forest Practices Forester

Northwest Region

Date: 2/20/2026

Copies to: O Landowner, Timber Owner, and Operator

Issuedin person: X LOX TO X OP By:

Alicia Stauffer

Date:

02/20/2026

2025 August — FPA/N Notice of Decision

Page 1 of 2




You have thirty (30) days to file (i.e., actually deliver) an appeal in writing of this Decision and any related State
Environmental Policy Act (SEPA) determinations to the Pollution Control Hearings Board, the Attorney General’s Office,
and the Department of Natural Resources’ region office. See RCW 76.09.205. The appeal period starts when the
applicant receives this decision, which usually happens electronically on the date indicated below.

You must file your appeal at all three addresses below:

Pollution Control Hearings Board

Office of the Attorney General

Department Of Natural Resources

Olympia, WA 98501

Mailing Address
Post Office Box 40903

Olympia, WA 98504-0903

Olympia, WA 98504

Mailing Address
Post Office Box 40100

Olympia, WA 98504-0100

Natural Resources Division Northwest Region
Physical Address Physical Address Physical Address
1500 Jefferson Street SE 1125 Washington Street SE 919 North Township Street

Sedro-Woolley, WA 98284

Mailing Address
919 North Township Street

Sedro-Woolley, WA 98284

Information regarding the Pollution Control Hearings Board can be found at: https://eluho.wa.gov/

QOther Applicable Laws

Operating as described in this application/notification does not ensure compliance with the Endangered Species Act, or

other federal, state, or local laws.

Use the “Notice of Transfer of Approved Forest Practices Application/Notification” form. This form is available at region
offices and on the Forest Practices website https://www.dnr.wa.gov/programs-and-services/forest-practices/review-
applications-fpars/forest-practices-forms-and. Notify DNR of new Operators within 48 hours.

D U 39U

Nng VYA - )={]

Obligations include reforestation, road maintenance and abandonment plans, conversios of forestland to non- forestry
use and/or harvest strategies on perennial non-fish habitat (Type Np) waters in Eastern Washington.

Before the sale or transfer of land or perpetual timber rights subject to continuing forest and obligations, the seller must

notify the buyer of such an obligation on a form titled “Notice of Continuing Forest Land Obligation”. The seller and buyer
must both sign the “Notice of Continuing Forest Land Obligation” form and send it to the DNR Region Office for retention.
This form is available at DNR region offices.

If the seller fails to notify the buyer about the continuing forestland obligation, the seller must pay the buyer's costs related
to continuing forestland obligations, including all legal costs and reasonable attorneys’ fees incurred by the buyer in
enforcing the continuing forestiand obligation against the seller.

Failure by the seller to send the required notice to DNR at the time of sale will be prima facie evidence in an action by the
buyer against the seller for costs related to the continuing forestland obligation prior to sale.

DNR Declaration of Mailing

I Choose an item., caused the Notice of Decision for FPA/N No. to be placed in the United States mail at Sedro-

Woolley, WA; postage paid. | declare under penalty of perjury of the laws of the State of Washington, that the
foregoing is true and correct.

Sedro-Woolley, WA
(City & State where signed)

(Date) (Signature)

2025 August — FPA/N Notice of Decision Page 2 of 2



ROAD PLAN AND SPECIFICATIONS

#30-108191 RIGHT STEP TIMBER SALE
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STATE OF WASHINGTON
DEPARTMENT OF NATURAL RESOURCES

RIGHT STEP TIMBER SALE ROAD PLAN
WHATCOM COUNTY
BAKER DISTRICT
NORTHWEST REGION
AGREEMENT NO.: 30-108191 STAFF ENGINEER: HEINE

DATE: 5/20/2025

SECTION 0 — SCOPE OF PROJECT

0-1  ROAD PLAN SCOPE
Clauses in this road plan apply to all road related work, including landings and rock
source development, unless otherwise noted.

0-2 REQUIRED ROADS
The specified work on the following roads is required.

Road Stations Type

WI-ML 0+00to 117+10 Pre-haul Maintenance

WI-14 0+00 to 34+22 Pre-haul Maintenance
WI-1401 0+00 to 8455 Pre-haul Maintenance

0-3  OPTIONAL ROADS
The specified work on the following roads is not required. Any optional roads built by
the Purchaser must meet all the specifications in the road plan.

Road Stations Type
WI-13* 0+00 to 2+05 Optional Construction
*Construction is on previously abandoned road grade

0-4  CONSTRUCTION
Construction includes, but is not limited to clearing, grubbing, excavation and
embankment to sub-grade, landing and turnout construction, culvert installation, and
application of 3-inch minus ballast rock.

Right Step Timber Sale Page 2 of 30 Revised February 2018
Contract No. 30-108191



0-6

0-7

0-12

1-3

PRE-HAUL MAINTENANCE
This project includes, but is not limited to the following pre-haul maintenance
requirements:

Road Stations Requirements

WI-ML 0+00 to 43+70 Grading, Brushing

WI-ML 43+70 to 73+18 Grading, Brushing, Rock application

WI-ML 73+18 t0o 117+10 Grading, Brushing

Wi-14 0+00 to 34+22 Grading, Brushing
WI-1401 0+00 to 8455 Grading, Brushing

POST-HAUL MAINTENANCE
This project includes post-haul road maintenance listed in Clause 9-5 POST HAUL
MAINTENANCE.

DEVELOP ROCK SOURCE

Purchaser shall develop an existing rock source and may develop another existing rock
source. Rock source development will involve drilling, shooting, and processing rock to
generate 3-inch minus ballast rock. Work for developing rock sources is listed in Section
6 ROCK AND SURFACING.

SECTION 1 - GENERAL

ROAD PLAN CHANGES

If the Purchaser desires a change from this road plan including, but not limited to,
relocation, extension, change in design, or adding roads; a revised road plan must be
submitted in writing to the Contract Administrator for consideration. Before work
begins, Purchaser shall obtain approval from the State for the submitted plan.

UNFORESEEN CONDITIONS

Quantities established in this road plan are minimum acceptable values. Additional
guantities required by the state due to unforeseen conditions, or Purchaser's choice of
construction season or techniques will be at the Purchaser's expense. Unforeseen
conditions include, but are not limited to, solid subsurface rock, subsurface springs,
saturated ground, and unstable soils.

ROAD DIMENSIONS
Purchaser shall perform road work in accordance with the dimensions shown on the
TYPICAL SECTION SHEET and the specifications within this road plan.

Right Step Timber Sale Page 3 of 30 Revised February 2018
Contract No. 30-108191



14 ROAD TOLERANCES
Purchaser shall perform road work within the tolerances listed below. The tolerance
class for each road is listed on the TYPICAL SECTION SHEET.

Tolerance Class A B C
Road and Subgrade Width (feet) +1.5 +1.5 +2.0
Subgrade Elevation (feet +/-) 0.5 1.0 2.0
Centerline alignment (feet It./rt.) 1.0 1.5 3.0

1-6 ORDER OF PRECEDENCE
Any conflict or inconsistency in the road plan will be resolved by giving the documents
precedence in the following order:
1. Addenda.

Road Plan Clauses.

Typical Section Sheet.

Standard Lists.

Standard Details.

Road Plan maps.

oukwnN

In case of any ambiguity or dispute over interpreting the road plan, the Contract
Administrator’s or designee’s decision will be final.

1-8 REPAIR OR REPLACEMENT OF DAMAGED MATERIALS
Purchaser shall repair or replace all materials, roadway infrastructure, and road
components damaged during road work or operation activities. The Contract
Administrator will direct repairs and replacements. Repairs to structural materials must
be made in accordance with the manufacturer’s recommendation.

1-9 DAMAGED METALLIC COATING
Any cut ends, or damaged galvanized or aluminized coating on existing or new bridge
components, culverts, downspouts, and flumes must be cleaned and treated with a
minimum of two coats of zinc rich paint or cold galvanizing compound.

1-15 ROAD MARKING
Purchaser shall perform road work in accordance with the state’s marked location. All
road work is marked as follows:
= QOrange flagging for centerline.

1-18 REFERENCE POINT DAMAGE
Purchaser shall reset reference points (RPs) that were moved or damaged at any time
during construction to their original locations. Excavation and embankment may not
proceed on road segments controlled by said RPs until Purchaser resets all moved or
damaged RPs.

Right Step Timber Sale Page 4 of 30 Revised February 2018
Contract No. 30-108191



1-21

HAUL APPROVAL
Purchaser shall not use roads under this road plan for any hauling, without written
approval from the Contract Administrator.

1-23 ROAD WORK PHASE APPROVAL
Purchaser shall obtain written approval from the Contract Administrator upon
completion of each of the following phases of road work:
= Drainage installation
= Rock application and compaction
1-25 ACTIVITY TIMING RESTRICTION
The specified activities are not allowed during the listed closure period unless
authorized in writing by the Contract Administrator.
Road Activity Closure Period
All Roads All Activities November 1 through March 31
1-26 OPERATING DURING CLOSURE PERIOD
If permission is granted to operate during a closure period listed in Clause 1-25 ACTIVITY
TIMING RESTRICTION, Purchaser shall provide a maintenance plan to include further
protection of state resources. Purchaser shall obtain written approval from the Contract
Administrator for the maintenance plan, and shall put preventative measures in place
before operating during the closure period. Purchaser is required to maintain all haul
roads at their own expense.
1-29 SEDIMENT RESTRICTION
Purchaser shall not allow silt-bearing runoff to enter any streams.
1-30 CLOSURE TO PREVENT DAMAGE
In accordance with Contract Clause G-220 STATE SUSPENDS OPERATION, the Contract
Administrator will suspend road work or hauling right-of-way timber, forest products, or
rock under the following conditions:
=  Wheel track rutting exceeds 6 inches on roads.
= Surface or base stability problems persist.
=  Weather is such that satisfactory results cannot be obtained in an area of
operations.
=  When, in the opinion of the Contract Administrator excessive road damage or
rutting may occur.
Operations must stop unless authority to continue working or hauling is granted in
writing by the Contract Administrator. In the event that surface or base stability
problems persist, Purchaser shall cease operations, or perform corrective maintenance
or repairs, subject to specifications within this road plan.
Right Step Timber Sale Page 5 of 30 Revised February 2018
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1-33

2-1

2-5

2-7

2-8

SNOW PLOWING RESTRICTION

Snowplowing will be allowed after the execution of a SNOW PLOWING AGREEMENT,
which is available from the Contact Administrator upon request. If damage occurs while
plowing, further permission to plow may be revoked by the Contract Administrator.

SECTION 2 — MAINTENANCE

GENERAL ROAD MAINTENANCE

Purchaser shall maintain all roads used under this contract in accordance with the
FOREST ACCESS ROAD MAINTENANCE SPECIFICATIONS for the entire term of this
contract. Maintenance is required even during periods of inactivity.

ROAD MAINTENANCE — PURCHASER MAINTENANCE

Purchaser shall perform maintenance on roads listed in Contract Clause C-050
PURCHASER ROAD MAINTENANCE AND REPAIR in accordance with FOREST ACCESS
ROAD MAINTENANCE SPECIFICATIONS.

MAINTENANCE GRADING — EXISTING ROAD
On the Pre-haul Maintenance roads, Purchaser shall use a grader to shape the existing
surface before any hauling.

CLEANING DITCHES, HEADWALLS, AND CATCH BASINS

On the following roads, Purchaser shall clean ditches, headwalls, and catchbasins. Work
must be completed before any hauling and must be done in accordance with the
TYPICAL SECTION. Pulling ditch material across the road or mixing in with the road
surface is not allowed.

Road Stations
WI-ML 0+00to 117+10

MAINTAINING EROSION CONTROL STRUCTURES

Purchaser shall clean and maintain all erosion control structures. Work must be
completed before any hauling and must be done in accordance with the TYPICAL
SECTION. Excavated material must be scattered outside the grubbing limits.

Right Step Timber Sale Page 6 of 30 Revised February 2018
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3-1

3-5

3-8

3-10

3-20

SECTION 3 — CLEARING, GRUBBING, AND DISPOSAL

BRUSHING

On the following roads, Purchaser shall cut vegetative material up to 6 inches in
diameter, including limbs, as shown on the BRUSHING DETAIL. Brushing must be
achieved by mechanical cutting of brush, trees, and branches. Root systems and stumps
of cut vegetation may not be disturbed unless directed by the Contract Administrator.
Purchaser shall remove brushing debris from the road surface, ditchlines, and culvert
inlets and outlets.

Road Stations

WI-ML 0+00to 117+10

WI-14 0+00 to 34+22
WI-1401 0+00 to 8+55

CLEARING

Purchaser shall fall all vegetative material larger than 2 inches DBH or over 5 feet high
between the marked right-of-way boundaries and within waste and debris areas, or if
not marked in the field, between the clearing limits specified on the TYPICAL SECTION
SHEET. Clearing must be completed before starting excavation and embankment.

PROHIBITED DECKING AREAS
Purchaser shall not deck right-of-way timber in the following areas:
= Within the grubbing limits.
= Within 50 feet of any stream.
= |nlocations that interfere with the construction of the road prism.
= |nlocations that impede drainage.
= Onslopes greater than 50%.
= Against standing trees.

GRUBBING

Purchaser shall remove all stumps between the grubbing limits specified on the TYPICAL
SECTION SHEET. Purchaser shall also remove stumps with undercut roots outside the
grubbing limits. Grubbing must be completed before starting excavation and
embankment.

ORGANIC DEBRIS DEFINITION

Organic debris is defined as all vegetative material not eligible for removal by Contract
Clause G-010 PRODUCTS SOLD AND SALE AREA or G-011 RIGHT TO REMOVE FOREST
PRODUCTS AND CONTRACT AREA, that is larger than one cubic foot in volume within the
clearing and brushing area limits as shown on the TYPICAL SECTION SHEET and
BRUSHING DETAIL.

Right Step Timber Sale Page 7 of 30 Revised February 2018
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3-21 DISPOSAL COMPLETION
Purchaser shall remove organic debris from the road surface, ditchlines, and culvert
inlets and outlets. Purchaser shall complete all disposal of organic debris, before the
application of rock.
3-22 DESIGNATED WASTE AREA FOR ORGANIC DEBRIS
Waste areas for organic debris are located within the cleared right-of-way or in natural
openings as designated at areas approved in writing by the Contract Administrator.
3-23 PROHIBITED DISPOSAL AREAS
Purchaser shall not place organic debris in the following areas:
= Within 50 feet of a cross drain culvert.
= Within 100 feet of a live stream, or wetland, on road subgrades, or excavation
and embankment slopes.
= On slopes greater than 50%.
= Within the operational area for cable landings where debris may shift or roll.
= On locations where brush can fall into the ditch or onto the road surface.
= Against standing timber.
3-24 BURYING ORGANIC DEBRIS RESTRICTED
Purchaser shall not bury organic debris unless otherwise stated in this plan.
3-25 SCATTERING ORGANIC DEBRIS
Purchaser shall scatter organic debris outside of the clearing limits in natural openings
unless otherwise detailed in this road plan.
SECTION 4 — EXCAVATION
4-2 PIONEERING
Pioneering may not extend past construction that will be completed during the current
construction season. Pioneering may not extend more than 200 feet beyond completed
construction unless approved in writing by the Contract Administrator. In addition, the
following actions must be taken as pioneering progresses:
= Drainage must be provided on all uncompleted construction.
= Road pioneering operations may not undercut the final cut slope or restrict
drainage.
= Culverts at live stream crossings must be installed during pioneering operations
Right Step Timber Sale Page 8 of 30 Revised February 2018
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4-3 ROAD GRADE AND ALIGNMENT STANDARDS
Purchaser shall follow these standards for road grade and alignment:
= Grade and alignment must have smooth continuity, without abrupt changes in
direction.
=  Maximum grades may not exceed 18 percent favorable and 12 percent adverse.
=  Minimum curve radius is 60 feet at centerline.
=  Maximum grade change for sag vertical curves is 5% in 100 feet.
= Maximum grade change for crest vertical curves is 4% in 100 feet.
4-5  CUT SLOPE RATIO
Purchaser shall construct excavation slopes no steeper than shown on the following
table:
Excavation Excavation Slope
Material Type Slope Ratio Percent
Common Earth (on side slopes up to 55%) 1:1 100
Common Earth (56% to 70% side slopes) %:1 133
Common Earth (on slopes over 70%) %1 200
Fractured or loose rock %:1 200
Hardpan or solid rock Ya:l 400
4-6 EMBANKMENT SLOPE RATIO
Purchaser shall construct embankment slopes no steeper than shown on the following
table:
Embankment Embankment
Material Type Slope Ratio Slope Percent
Sandy Soils 2:1 50
Common Earth and Rounded Gravel 1%:1 67
Angular Rock 1%:1 80
4-7  SHAPING CUT AND FILL SLOPE
Purchaser shall construct excavation and embankment slopes to a uniform line and left
rough for easier revegetation.
4-8 CURVE WIDENING
The minimum widening placed on the inside of curves is:
= 6 feet for curves of 50 to 79 feet radius.
= 4 feet for curves of 80 to 100 feet radius.
Right Step Timber Sale Page 9 of 30 Revised February 2018
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4-21

4-22

4-25

4-28

4-29

4-35

4-36

EMBANKMENT WIDENING
The minimum embankment widening is:
= 2 feet for embankment heights at centerline of 2 to 6 feet.
= 4 feet for embankment heights at centerline of greater than 6 feet.

Purchaser shall apply embankment widening equally to both sides of the road to
achieve the required width.

TURNOUTS

Purchaser shall construct turnouts intervisible with a maximum distance of 1,000 feet
between turnouts unless otherwise shown on drawings. Locations may be adjusted to fit
the final subgrade alignment and sight distances. Locations changes are subject to
written approval by the Contract Administrator. Minimum dimensions are shown on the
TYPICAL SECTION SHEET.

TURNAROUNDS

Purchaser shall construct turnarounds as designated on the TURNAROUND DETAIL.
Turnarounds must be no larger than 30 feet long and 30 feet wide. Locations are subject
to written approval by the Contract Administrator.

DITCH CONSTRUCTION AND RECONSTRUCTION
Purchaser shall construct ditches into the subgrade as specified on the TYPICAL SECTION
SHEET. Ditches must be constructed concurrently with construction of the subgrade.

DITCH DRAINAGE
Ditches must drain to cross-drain culverts or ditchouts.

DITCHOUTS

Purchaser shall construct ditchouts as needed and as directed by the Contract
Administrator. Ditchouts must be constructed in a manner that diverts ditch water onto
the forest floor and must have excavation backslopes no steeper than a 1:1 ratio.

WASTE MATERIAL DEFINITION

Waste material is defined as all dirt, rock, mud, or related material that is extraneous or
unsuitable for construction material. Waste material, as used in Section 4 EXCAVATION,
is not organic debris.

DISPOSAL OF WASTE MATERIAL

Purchaser may sidecast waste material on side slopes up to 50% if the waste material is
compacted and free of organic debris. On side slopes greater than 50%, all waste
material must be end hauled or pushed to the designated embankment sites and waste
areas approved by the Contract Administrator.

Right Step Timber Sale Page 10 of 30 Revised February 2018
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4-38

4-55

4-60

4-61

5-5

5-12

PROHIBITED WASTE DISPOSAL AREAS
Purchaser shall not deposit waste material in the following areas:
= Within 50 feet of a cross drain culvert.
=  Within 100 feet of a live stream or wetland.
= |nlocations that interfere with the construction of the road prism.
= |nlocations that impede drainage.
= Within the operational area for cable landings.
= Against standing timber.
= Qutside the clearing limits.

ROAD SHAPING

Purchaser shall shape the subgrade and surface as shown on the TYPICAL SECTION
SHEET. The subgrade and surface shape must ensure runoff in an even, un-concentrated
manner, and must be uniform, firm, and rut-free.

FILL COMPACTION
Purchaser shall compact all embankment and waste material by routing equipment over
the entire width of each lift.

SUBGRADE COMPACTION
Purchaser shall compact constructed subgrades by routing equipment over the entire
width.

SECTION 5 — DRAINAGE

CULVERTS

Purchaser shall install culverts as part of this contract. Culverts must be installed
concurrently with subgrade work and must be installed before subgrade compaction
and rock application. Culvert locations and the minimum requirements for culvert
length and diameter are designated on the MATERIALS LIST. Culvert, downspout, and
flume lengths may be adjusted to fit as-built conditions and may not terminate directly
on unprotected soil. Culverts must be new material and meet the specifications in
Clauses 10-15 through 10-24.

UNUSED MATERIALS STATE PROPERTY

On required roads, any materials listed on the MATERIALS LIST that are not installed will
become the property of the state. Purchaser shall stockpile materials as directed by the
Contract Administrator.

Right Step Timber Sale Page 11 of 30 Revised February 2018
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5-15

5-17

5-18

5-20

5-25

5-26

CULVERT INSTALLATION

Culvert installation must be in accordance with the CULVERT AND DRAINAGE
SPECIFICATION DETAIL and the National Corrugated Metal Pipe Association’s
"Installation Manual for Corrugated Steel Drainage Structures" the Corrugated
Polyethylene Pipe Association’s “Recommended Installation Practices for Corrugated
Polyethylene Pipe and Fittings”. Corrugated Polyethylene pipe must be installed in a
manner consistent with the manufacturer’s recommendations.

CROSS DRAIN SKEW AND SLOPE

Cross drains, on road grades in excess of 3%, must be skewed at least 30 degrees from
perpendicular to the road centerline, except where the cross drain is at the low point in
the road culverts will not be skewed. Cross drain culverts must be installed at a slope
steeper than the incoming ditch grade, but not less than 3% or more than 10%.

CULVERT DEPTH OF COVER
Cross drain culverts must be installed with a depth of cover of not less than 1 foot of
compacted subgrade over the top of the culvert at the shallowest point.

ENERGY DISSIPATERS

Purchaser shall install energy dissipaters in accordance with the CULVERT AND
DRAINAGE SPECIFICATION DETAIL. Energy dissipater installation is subject to approval
by the Contract Administrator. The type of energy dissipater and the amount of material
must be consistent with the specifications listed on the CULVERT AND DRAINAGE
SPECIFICAITON DETAIL.

CATCH BASINS

Purchaser shall construct catch basins in accordance with CULVERT AND DRAINAGE
SPECIFICATION DETAIL. Minimum dimensions of catch basins are 2 feet wide and 4 feet
long.

HEADWALLS FOR CROSS DRAIN CULVERTS

Purchaser shall construct headwalls in accordance with the CULVERT AND DRAINAGE
SPECIFICATION DETAIL at all cross drain culverts. Rock used for headwalls must weigh at
least 50lbs. Rock must be placed on shoulders, slopes, and around culvert inlets and
outlets. Minimum specifications require that rock be placed at a width of one culvert
diameter on each side of the culvert opening, and to a height of one culvert diameter
above the top of the culvert. Rock may not restrict the flow of water into culvert inlets
or catch basins.

Right Step Timber Sale Page 12 of 30 Revised February 2018
Contract No. 30-108191



6-2

6-5

6-11

SECTION 6 — ROCK AND SURFACING

ROCK SOURCE ON STATE LAND

Rock used in accordance with the quantities on the TYPICAL SECTION and MATERIALS
LIST may be obtained from the following sources on state land at no charge to the
Purchaser. Purchaser shall obtain written approval from the Contract Administrator for
the use of material from any other source. If other operators are using, or desire to use
the rock sources, a joint operating plan must be developed. All parties shall follow this
plan.

Source Location Rock Type
St. Stephen Pit Sta 18+79 of the MF-25 Road = 3” Minus Ballast and
Rip rap
Rutsatz Pit Sta 117+10 of the WI-ML Road  Pit run rock

ROCK FROM COMMERCIAL SOURCE

Rock used in accordance with the quantities on the TYPICAL SECTION and MATERIALS
LIST may be obtained from any commercial source at the Purchaser's expense. Rock
sources are subject to written approval by the Contract Administrator before their use.

ROCK SOURCE DEVELOPMENT PLAN BY PURCHASER

Purchaser shall conduct rock source development and use at the following sources, in
accordance with a written ROCK SOURCE DEVELOPMENT PLAN to be prepared by the
Purchaser. The plan is subject to written approval by the Contract Administrator before
any rock source operations. Upon completion of operations, the rock source must be
left in the condition specified in the ROCK SOURCE DEVELOPMENT PLAN, and approved
in writing by the Contract Administrator.

Source Rock Type Notes

St. Stephen Pit 3” Minus Ballast and Rip rap = Vehicle access to pit area
must be blocked after pit
work and rock haul is
completed.

Rutsatz Pit Pit run rock

Rock source development plans prepared by the Purchaser must show the following
information:
= Rock source location.
= Rock source overview showing access roads, development areas, stockpile
locations, waste areas, and floor drainage.
=  Rock source profiles showing development areas, bench locations including
widths, and wall faces including heights.
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6-12 ROCK SOURCE SPECIFICATIONS
Rock sources must be in accordance with the following specifications:
= Pit walls may not be undermined or over steepened. The maximum slope of the
walls must be consistent with recognized engineering standards for the type of
material being excavated in accordance with the following table:

Maximum Maximum
Material Slope Ratio Slope Percent
(Horiz. :Vert.)
Sand 2:1 50
Gravel 1.5:1 67
Common Earth 1:1 100
Fractured Rock 0.5:1 200
Solid Rock 0:1 vertical

=  Pit walls must be maintained in a condition to minimize the possibility of the
walls sliding or failing.

=  The width of pit benches must be a minimum of 1.5 times the maximum length
of the largest machine used.

= The surface of pit floors and benches must be uniform and free-draining at a
minimum 2% outslope gradient.

= Pit development shall not compromise any existing access roads or equipment
trails

= All operations must be carried out in compliance with all regulations of the
Regulations and Standards Applicable to Metal and Nonmetal Mining and Milling
Operations (30 CFR) U.S. Department of Labor, Mine Safety and Health
Administration and Safety Standards for Construction Work (296-155 WAC),
Washington Department of Labor and Industries.
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6-14 DRILL AND SHOOT

Rock drilling and shooting must meet the following specifications:

= Qversize material remaining in the rock source at the conclusion of the timber
sale may not exceed 10% of the total volume mined in that source.

= Qversize material is defined as rock fragments larger than 2 feet in any
dimension.

= Qversized rock that exceeds the maximum allowable amount must be reduced to
a smaller size within the rock source.

= Purchaser shall notify the Contract Administrator a minimum of 3 working days
before blasting operations.

= Purchaser shall submit an informational drilling and shooting plan to the
Contract Administrator 3 working days before any drilling. The drilling and
shooting plan must include, at a minimum, the mapped location, spacing, and
depth of holes and how the plan will achieve the results of the approved PIT
DEVELOPMENT PLAN.

= All operations must be carried out in compliance with the Regulations and
Standards Applicable to Metal and Nonmetal Mining and Milling Operations (30
CFR) U.S. Department of Labor, Mine Safety and Health Administration and the
Safety Standards for Construction Work (296-155 WAC), Washington
Department of Labor and Industries.

= Purchaser shall block access roads before blasting operations.

6-23 ROCK GRADATION TYPES
Purchaser shall provide rock in accordance with the types and amounts listed in the
TYPICAL SECTION SHEET and MATERIALS LIST. Rock must meet the following
specifications for gradation and uniform quality when placed in hauling vehicles. The
exact point of evaluation for conformance to specifications will be determined by the
Contract Administrator.

6-34 3-INCH MINUS BALLAST ROCK
Ballast rock must be 100% equal to, or smaller than, 3 inches in at least one dimension.
Rock may contain no more than 5 percent organic debris, dirt, and trash. All percentages
are by weight.

6-41 PIT RUN ROCK
No more than 50 percent of the rock may be larger than 5 inches in any dimension and
no rock may be larger than 10 inches in any dimension. Pit Run rock may not contain
more than 5 percent by weight of organic debris, dirt and trash. Rock may require
processing to meet this specification.
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6-50

LIGHT LOOSE RIP RAP

Light loose rip rap must consist of angular, hard, sound, and durable stone. It must be
free from segregation, seams, cracks, and other defects tending to destroy its resistance
to weather. Light loose rip rap must be free of rock fines, soil, organic debris or other
extraneous material, and must meet the following requirements:

Quantity Approximate Size Range
20% to 90% 500 Ibs. to 1 ton (18”- 28")
15% to 80% 50 Ibs. to 500 lbs. (8”- 18")
10% to 20% 3inch to 50 Ibs. (3”- 8”)

6-55 ROCK APPLICATION MEASURED BY COMPACTED DEPTH
Measurement of specified rock depths, are defined as the compacted depths using the
compaction methods required in this road plan. Estimated quantities specified in the
TYPICAL SECTION are loose yards. Purchaser shall apply adequate amounts of rock to
meet the specified rock depths. Specified rock depths are minimum requirements and
are not subject to reduction.

6-65 ROCK STOCKPILE LOCATION
Purchaser shall stockpile rock as listed below and as directed by the Contract
Administrator.

Rock Source Rock Type Quantity (c.y.) Stockpile Location
St. Stephen Pit 3” minus 2000 St. Stephen Pit
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6-67

ROCK STOCKPILE SPECIFICATIONS
Rock stockpiles listed in Clause 6-65 ROCK STOCKPILE LOCATION must meet the
following specifications:

Before placing aggregates upon the stockpile site, the site must be cleared of
vegetation, trees, stumps, brush, rocks, or other debris and the ground leveled to a
smooth, firm, uniform surface.

When completed, the stockpile must be neat and regular in shape. The stockpile height
is limited to a maximum of 24 feet. Stockpiles in excess of 200 cubic yards must be built
up in layers of not more than 4 feet deep. Stockpile layers must be constructed by
trucks, clamshells, or other methods approved in writing by the Contract

Administrator. Each layer must be completed over the entire area of the pile before
depositing aggregates in the next layer. The aggregates may not be dumped so that they
run down and over the lower layers in the stockpile. The method of dropping from a
bucket or spout in one location to form a cone shaped pile is not allowed.

Stockpiles of different types or sizes of aggregate must be spaced far enough apart, or
separated by suitable walls or partitions, to prevent the mixing of the aggregates.

6-70 APPROVAL BEFORE ROCK APPLICATION
Purchaser shall obtain written approval from the Contract Administrator for culvert
installation, ditch construction, ditch reconstruction, headwall construction, and
headwall reconstruction before rock application.

6-71 ROCK APPLICATION
Purchaser shall apply rock in accordance with the specifications and quantities shown
on the TYPICAL SECTION. Rock must be spread, shaped, and compacted full width
concurrent with rock hauling operations. The Contract Administrator will direct
locations for rock that is to be applied as spot patching. Road surfaces must be
compacted in accordance with the TYPICAL SECTION by routing equipment over the
entire width.

6-73 ROCK FOR WIDENED PORTIONS
Purchaser shall apply rock to turnarounds, turnouts, and areas with curve widening to
the same depth and specifications as the traveled way.

6-81 CHEMICAL TREATMENT FOR DUST ABATEMENT
Purchaser shall treat the following roads with Lignin Sulfonate for dust abatement. No
other chemical may be used for dust abatement. The Lignin Sulfonate may not be used
for any other purposes.

Road Stations
WI-ML 0+00 to 20+30
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6-82

CHEMICAL RESTRICTION
Purchaser shall not allow chemicals used for dust abatement to enter any streams.

6-83 LIGNIN SULFONATE APPLICATION RATE
The “as supplied” liquid Lignin Sulfonate must be diluted with an adequate amount of
water to obtain a 25% solids content for application. Purchaser shall apply Lignin
Sulfonate to the surface at a rate not less than 0.5 gallons per square yard
(approximately 77.8 gallons per station).

6-85 CHEMICAL DUST ABATEMENT EQUIPMENT
Application equipment used to spread dust abatement chemicals must be capable of
uniform application. A tanker truck with a “slash pan” or “plate” is not acceptable. Field
dilution must be accomplished within the application vehicle.

6-86 TIMING FOR CHEMICAL APPLICATION
Purchaser shall obtain prior written approval from the Contract Administrator for the
timing of application for dust abatement chemicals. It is intended that dust abatement
chemicals be applied during the summer season.

SECTION 8 — EROSION CONTROL

8-2 PROTECTION FOR EXPOSED SOIL
Purchaser shall provide and evenly spread a 4-inch layer of straw to all exposed soils
within 25 feet of a stream or wetland. Soils must be covered before the first anticipated
storm event.

8-15 REVEGETATION
Purchaser shall spread seed and fertilizer on all exposed soils within the grubbing limits
resulting from road work activities. Cover all exposed soils using manual dispersal of
grass seed and fertilizer. Other methods of covering must be approved in writing by the
Contract Administrator.

8-16 REVEGETATION SUPPLY
The Purchaser shall provide the seed and fertilizer.

8-17 REVEGETATION TIMING
Purchaser shall revegetate during the first available opportunity after road work is
completed. Soils may not be allowed to sit exposed for longer than one month without
receiving revegetation treatment unless otherwise approved in writing by the Contract
Administrator.
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8-18 PROTECTION FOR SEED
Purchaser shall provide a protective cover for seed if revegetation occurs between July 1
and March 31. The protective cover may consist of straw, jute matting, or clear plastic
sheets. The protective cover requirement may be waived in writing by the Contract
Administrator if Purchaser is able to demonstrate a revegetation plan that will result in
the establishment of a uniform dense crop (at least 50% coverage) of 3-inch tall grass by
October 31.
8-19 ASSURANCE FOR SEEDED AREA
Purchaser shall ensure the growth of a uniform and dense crop (at least 50% coverage)
of 3-inch tall grass. Purchaser shall reapply the seed and fertilizer in areas that have
failed to germinate or have been damaged through any cause, restore eroded or
disturbed areas, clean up and properly dispose of eroded materials, and reapply the
seed and fertilizer at no additional cost to the state.
8-25 GRASS SEED
Purchaser shall evenly spread the seed mixture listed below on all exposed soil inside
the grubbing limits at a rate of 50 pounds per acre of exposed soil. Grass seed must
meet the following specifications:
1. Weed seed may not exceed 0.5% by weight.
2. All seed species must have a minimum 90% germination rate, unless otherwise
specified.
3. Seed must be certified.
4. Seed must be furnished in standard containers showing the following information:
a. Common name of seed
b. Net weight
c. Percent of purity
d. Percentage of germination
e. Percentage of weed seed and inert material
5. Seed must conform to the following mixture unless a comparable mix is approved in
writing by the Contract Administrator.
Kind and Variety of Seed in Mixture % by Weight
Creeping Red Fescue 50
EIf Perennial Rye Grass 25
Highland Colonial Bentgrass 15
White Clover 10
Inert and Other Crop 0.5
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8-27

FERTILIZER

Purchaser shall evenly spread the fertilizer listed below on all exposed soil inside the
grubbing limits at a rate of 200 pounds per acre of exposed soil. Fertilizer must meet the
following specifications:

Chemical Component % by Weight

Nitrogen 16
Phosphorous 16
Potassium 16
Sulphur 3
Inerts 49

SECTION 9 — POST-HAUL ROAD WORK

9-5 POST-HAUL MAINTENANCE
Purchaser shall perform post-haul maintenance in accordance with the FOREST ACCESS
ROAD MAINTENANCE SPECIFICATIONS.
9-10 LANDING DRAINAGE
Purchaser shall provide for drainage of the landing surface.
9-11 LANDING EMBANKMENT
Purchaser shall slope landing embankments to the original construction specifications.
9-12 LANDING EMBANKMENT REMOVAL
Purchaser shall reduce or relocate the landing embankment. Place excavated material in
waste area approved in writing by the Contract Administrator.
SECTION 10 MATERIALS
10-15 CORRUGATED STEEL CULVERT
Metallic coated steel culverts must meet AASHTO M-36 (ASTM A-760) specifications.
Culverts must be galvanized (zinc coated meeting AASHTO M-218).
10-17 CORRUGATED PLASTIC CULVERT
Polyethylene culverts must meet AASHTO M-294 specifications, or ASTM F-2648
specifications for recycled polyethylene. Culverts must be Type S — double walled with a
corrugated exterior and smooth interior.
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10-21

10-22

10-24

10-30

METAL BAND

Metal coupling and end bands must meet the AASHTO specification designated for the
culvert and must have matching corrugations. Culverts 24 inches and smaller must have
bands with a minimum width of 12 inches. Culverts over 24 inches must have bands
with a minimum width of 24 inches.

PLASTIC BAND

Plastic coupling and end bands must meet the AASHTO specification designated for the
culvert. Only fittings supplied or recommended by the culvert manufacturer may be
used.

GAUGE AND CORRUGATION
Metal culverts must conform to the following specifications for gage and corrugation as
a function of diameter.

Diameter Gauge Corrugation
18" 16 (0.064") 223" X"

24" to 48" 14 (0.079”) 223" X"

54" to 96" 12 (0.109”) 3"X1"

LIGNIN SULFONATE MATERIALS
Lignin Sulfonate is the chemical residue produced as a by-product of the acid sulfite
pulping process, and supplied as a water solution. The base solution may be ammonia,
calcium, or sodium and must be water soluble to allow field dilution. Percent solids must
be 50% as supplied. When requested by the Contract Administrator, certification must
be provided that shows:
= Solids determination has been made in accordance with the modified Technical
Association of the Pulp and Paper Industry Standard T629-M53 or by a specific
gravity/percent solids verses temperature graph that correlates with the
standard.
= The Pn of the delivered material is a 4.5 minimum as determined by AASHTO-
T200.
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ROAD # WI-ML WI-ML WI-ML WiI-13 TYPICAL SECTION
REQUIRED / OPTIONAL REQUIRED REQUIRED REQUIRED OPTIONAL
CONSTRUCT / RECONSTRUCT MAINTENANCE MAINTENANCE MAINTENANCE CONSTRUCT
TOLERANCE CLASS (A/B/C) C C C C
STATION / MP TO 0+00 43+70 73+18 0+00
STATION / MP 43+70 73+18 117+10 2+05
ROAD WIDTH R 12 12 12 12
CROWN (INCHES @ C/L) 3 3 3 3
DITCH WIDTH w 3 3 3 3
DITCH DEPTH D 1 1 1 1
TURNOUT LENGTH L 50
TURNOUT WIDTH T 10
TURNOUT TAPER P 25
GRUBBING G1 5
G2 5
SYMBOL NOTES
CLEARING C1 10
c2 10 <> Specified Rock Depth is FINISHED COMPACTED DEPTH
in inches.
ROCK FILLSLOPE K:1 11/2
& BALLAST DEPTH B1 12 > Speqﬂed Rock Quantity is LOOSI.E MEASQBE (Truck
Cubic Yards) needed to accomplish specified FINISHED
CUBIC YARDS / STATION 72 COMPACTED DEPTH. Rock quantities include volume
for turnouts, curve widening and landings.
> TOTAL CY BALLAST 150
«* SURFACING DEPTH B2 6
CUBIC YARDS / STATION 34 Rock Totals Summary
> TOTAL CY SURFACING 250%* 1000 250%* Type Quantity (Cubic
Yards)
> TOTAL CUBIC YARDS 1000 3” Minus Ballast 1500 or 1650*
SUBGRADE WIDTH S 12 12 12 12 3” Minus Ballast Stockpile 2000
Pit Run Rock 0 or 150*
BRUSHCUT (Y/N) Y Y Y N Rip Rap 10
BLADE, SHAPE, & DITCH (Y/N) Y Y Y N *WI-13 can be constructed using pit run rock if approved by
Contract Administrator.

** Spot Patching rock, see materials list.
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ROAD #

WI-14

WiI-1401

REQUIRED / OPTIONAL

REQUIRED

REQUIRED

CONSTRUCT / RECONSTRUCT

MAINTENANCE

MAINTENANCE

TOLERANCE CLASS (A/B/C) C C
STATION / MP TO 0+00 0+00
STATION / MP 34+22 8+55
ROAD WIDTH R 12 12
CROWN (INCHES @ C/L) 3 3
DITCH WIDTH w 3 3
DITCH DEPTH D 1 1
TURNOUT LENGTH L
TURNOUT WIDTH T
TURNOUT TAPER J
GRUBBING G1

G2
CLEARING c1

2
ROCK FILLSLOPE K:1
< BALLAST DEPTH B1
CUBIC YARDS / STATION
> TOTAL CY BALLAST
< SURFACING DEPTH B2
CUBIC YARDS / STATION
> TOTAL CY SURFACING
> TOTAL CUBIC YARDS
SUBGRADE WIDTH s 12 12
BRUSHCUT (Y/N) Y Y
BLADE, SHAPE, & DITCH (Y/N) Y Y
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MATERIALS LIST

LOCATION CULVERT DWNSPT RIPRAP REMARKS
- - Note: Galvanized metal culverts shall conform to the
o — ,9 following specifications for gage and corrugation as a
T | = r — | O - m function of the diameter:
212|222 |S5|=2|3|>
ROAD # STATION | 5 ﬂ o ﬂ o i R | v | 3|2 Diameter Gage Corrugation
I-_|-|| I I —| ﬂ m Q 18" 16 2 2/3!1 X 1/2"
= 24” — 48" 14 223" x 1,
54” — 96” 14 3"x1"
500 CY 3”-MINUS TO BE PLACED AT LOCATIONS
Wi-ML 0+00to 117+10 DETERMINED BY CONTRACT ADMINISTRATOR
WI-ML 65+82 18 30 XX 2 3 L NT C ONLY REQUIRED IF WI-13 IS CONSTRUCTED
WI-13 0400 18 | s0 XX ) 3 L NT c ONLY REQUIRED IF WI-13 IS CONSTRUCTED. INSTALL IN

DITCHLINE AT INTERSECTION OF WI-13

GM — Galvanized Metal

H — Heavy Loose Riprap

Right Step Timber Sale

Contract No. 30-108191

PS — Polyethylene Pipe Single Wall
L — Light Loose Riprap
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PD — Polyethylene Pipe Dual Wall
SR — Shot Rock

AM — Aluminized Metal C - Concrete
NT — Native (Bank Run)

XX —PD or GM
QS — Quarry Spalls




FOREST ACCESS ROAD MAINTENANCE SPECIFICATIONS

Cuts and Fills

Maintain slope lines to a stable gradient compatible with the construction materials.
Remove slides from ditches and the roadway. Repair fill-failures, in accordance with
Clause 4-6 EMBANKMENT SLOPE RATIO, with selected material or material approved by
the Contract Administrator. Remove overhanging material from the top of cut slopes.
Waste material from slides or other sources shall be placed and compacted in stable
locations identified in the road plan or approved by the Contract Administrator, so that
sediment will not deliver to any streams or wetlands.

Slide material and debris shall not be mixed into the road surface materials, unless
approved by the Contract Administrator.

Surface

Grade and shape the road surface, turnouts, and shoulders to the original shape on the
TYPICAL SECTION SHEET. Inslope or outslope as directed, to provide a smooth, rut-free
traveled surface and maintain surface water runoff in an even, unconcentrated manner.
Blading shall not undercut the backslope or cut into geotextile fabric on the road.

If required by the Contract Administrator, water shall be applied as necessary to control
dust and retain fine surface rock.

Surface material shall not be bladed off the roadway. Replace surface material when
lost or worn away, or as directed by the Contract Administrator.

Remove shoulder berms, created by grading, to facilitate drainage, except as marked or
directed by the Contract Administrator.

For roads with geotextile fabric: spread surface aggregate to fill in soft spots and wheel
ruts (barrel spread) to prevent damage to the geotextile fabric.

Drainage

Prevent silt bearing road surface and ditch runoff from delivering sediment to any
streams or wetlands.

Maintain rolling dips and drivable waterbars as needed to keep them functioning as
intended.

Maintain headwalls to the road shoulder level with material that will resist erosion.
Maintain energy dissipaters at culvert outlets with non-erodible material or rock.
Keep ditches, culverts, and other drainage structures clear of obstructions and
functioning as intended.

Inspect and clean culverts at least monthly, with additional inspections during storms
and periods of high runoff. This shall be done even during periods of inactivity.
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